Dome Camera with Varifocal Lens and On-Board OSD

GKB 520608 is a compact dome camera comes standard with on-board OSD
and varifocal lens for indoor surveillance systems. The camera features GKB
“D/N Smart Timer™” Technology, it is a installer-friendly technology that helps
installer to install GKB 82060S in different places with different light conditions
without worrying the camera picture turns to color or B/W wrongly.

Features:

Day & Night Smart Timer™

GKB 520605 is the world's first surveillance camera
which features D/N Smart Timer™ to allow for scheduled
Color and B/W mode, helping eliminate unstable video
quality during low-light condition at dawn and dusk

1/3" Sony SuperHAD CCD |

Equipped with latest 1/3” Sony SuperHAD CCD I, GKB
520605 presents a quality 550 TV Lines of resolution
and higher S/N ratio.

Varifocal Auto Iris Lens

GKB 520605 features a varifocal lens with a focal length
2.8~10mm and auto-iris function that intuitively
manages the amount of light passing through the lens
for consistent image brightness.

On-Board OSD

GKB 520608 features an on-board OSD (on-screen
display). Installers could adjust the camera function by
OSD, helping installers to cut down installation time.

3-Axis Gimbals

GKB 520605 has a smart design on its 3-Axis gimbals.
The mounting screws do not inferfere with adjustment of
the camera lens and a 3-axis gimbals operation provides
for an impressive range of camera angles.

No Wire Insight inside the Dome
GKB 520605 adopts a unique and exquisite mechanism
design; let the camera has a clean look inside the dome.
Cables-free, 3-Axis rotation could expedite the time of
installation.

Alternate Views

Making Security Easier.
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