
  

 

 

 

 

     

 

 

 

     



 

 

Image Sensor 1/4” CMOS 

Number of Effective Pixels NTSC:510(H)*492(V) / PAL:500(H)*582(V) 

Video Compression MPEG4 

Video Streams 2 

Resolution 176 * 120, 352 * 240, 720 * 480 

Frame Rate Up to 30 fps in All Resolution 

Min. Illumination 0.5 Lux, 50 IRE, F1.4 

Gamma 0.45 

S/N Ratio >48 dB 

Sync. Mode Internal Sync 

Scanning System 2:1 Interlace 

Shutter Control NTSC: 1/60-1/100,000 sec. / PAL: 1/50-1/100,000 sec. 

BNC Video Output Composite Video 1.0Vpp. 75 ohm 

Night Mode Auto 

Quantity 28 

Infrared LED 
Peak Wavelength 850 nm 

Radiant Distance 20 meters 

Power
Power Supply 12V DC 

Power Consumption 12 W 

Lens 6 mm board lens (standard); 8 mm (option) 

 Dimension 118 (L) * 78 (Ø ) mm 

Weight 0.45 kg 

Ingress Protection Rating IP66 

Operating Temperature -10°C ~ +60°C 

 

 

 

 

 

 

 

 


